
Nelson’s Visual Dipping Cabinet Can Racking System Installation Instructions.  

3. Set your tubs by tilting the tub against the out-
side widespread tub grips. Then press down while 
slightly twisting the tub to fit into the narrowly set 
inside grips. 

2.The tub retainers are stainless and have rubber can grips. 
Each bottom rack will hold two 3gal round cans. The rubber 
can grips works best when cold.   

1. The side rails should come installed in your new visual dip-
ping cabinet  when you purchase the can racking kit, but, 
should you need to install them, the edge with a 90 deg 
flange goes to the bottom. Six thumb screws total are 
needed to secure each 42” wide rail. Four thumb screws are 
needed to secure the 22” rail. For standard three gal tubs, 
the rail should be installed at the lowest setting. 

5. The can racking system can be completed by 
installing all retainer, tubs and can skirts. 

4. Top your ice cream tubs with the white plastic 
filler piece. Slip the filler piece under the side rail 
upper lip. Flex it slightly and slip it under the oppo-
site rail lip. The filler piece should then lay flat on 
top of the tubs. 
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Replacement parts list: 
• Tub Top/white plastic filler piece PN# YZ0346 
• Wall bracket PN# N12960 
• Tub retainer PN# N12959 
• Brass thumbscrews PN# ZF2872 


